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Export Compliance: 

This product is controlled by the export laws and regulations of the United States of America. The U.S. Government may restrict the 

export or re-export of this product to certain individuals and/or destinations. For further information, contact the U.S. Department of 

Commerce, Bureau of Industry and Security.  

This product User shall comply with all applicable laws related to export and import of this product in any jurisdiction and/or 

government authority. User shall be responsible for complying with any and all export and import restrictions, laws and regulations in 

any country User is conducting business.  

Disclaimer: 

This manual contains information that is current as of the date shown on the front cover. Every effort has been made to ensure the 

correctness and completeness of the material in this document.  The information in this document is subject to change without notice.  

Thales® and any other Thales trademark or Thales service mark referred to or displayed in this document are trademarks or registered 

trademarks of Thales. 

Legal Notices  

This product is subject to a Limited Warranty, Limitations, Exclusions, and Terms and Conditions, which can be found on line at 

www.thalesdsi.com. 

Prior to Installing this product, read and understand this Installation Guide and the User Manual, including the safety warnings and 

information. Failure to do so could result in serious injury or death.  

Intellectual Property 

User acknowledges that the Products involve valuable patent, copyright, trademark, trade secret and other proprietary rights of 

Thales and others.  No title to or ownership of any proprietary rights related to any Product is transferred to User or any Customer 

pursuant to the use of this product.  The purchase of any Thales products shall not be deemed to grant either directly or by implication 

or otherwise, any license under copyrights, patents, or patent applications of Thales or any third party software providers, except for 

the normal, nonexclusive, royalty free license to use that arises by operation of law in the sale of a product. 

C ont en t  C opy r ig h t   

User is exclusively responsible for the use of this product, including proper use of third party copyrighted materials. If the User violates 

these terms, the User agrees to defend, indemnify and hold Thales harmless with respect to any claims or actions by third parties 

related to the improper use of copyrighted material and to pay all costs, damages, fines and other amounts incurred by Thales, or on 

its behalf, in the defense of any such claims or actions. 

I ndem n i t y 

User agrees to defend, indemnify and hold Thales harmless with respect to any claims or actions by any governmental entities or other 

third parties related to any violation of law with use of the Product or Accessories, misuse of the Product or Accessories under these 

Terms and Conditions, or any other violation of these Terms and Conditions and further agrees to pay all costs, damages, fines and 

other amounts incurred by Thales, or on ThalesΩǎ ōŜƘŀƭŦΣ ƛƴ ǘƘŜ ŘŜŦŜƴǎŜ ƻŦ ŀƴȅ ǎǳŎƘ ŎƭŀƛƳǎ ƻǊ ŀŎǘƛƻƴǎΦ  

 

S OFTWARE  L ICENSE   

¢ƘŜ ŦƻƭƭƻǿƛƴƎ ǘŜǊƳǎ ƎƻǾŜǊƴ ¦ǎŜǊΩǎ ŀŎŎŜǎǎ ŀƴŘ ǳǎŜ ƻŦ ǘƘŜ ¢ƘŀƭŜǎ-ǎǳǇǇƭƛŜŘ ǎƻŦǘǿŀǊŜ όά{ƻŦǘǿŀǊŜέύ ŎƻƴǘŀƛƴŜŘ ƻƴ ǘƘŜ tǊƻŘǳŎǘ ƻǊ 

Accessories.  

License. Conditioned upon compliance with these Terms and Conditions, Thales grants to USER a nonexclusive and nontransferable 

ƭƛŎŜƴǎŜ ǘƻ ǳǎŜ ŦƻǊ ¦{9wΩǎ ƛƴǘŜǊƴŀƭ ǇǳǊǇƻǎŜǎ ǘƘŜ {ƻŦǘǿŀǊŜ ŀƴŘ ǘƘŜ 5ƻŎǳƳŜƴǘŀǘƛƻƴΦ ά5ƻŎǳƳŜƴǘŀǘƛƻƴέ ƳŜŀƴǎ ŀƴȅ ǿǊƛǘǘŜƴ ƛƴŦƻǊƳŀǘƛƻƴ 

pertaining to the Software and made available by Thales with the Software in any manner. USER shall use the Software solely as 

embedded for operation of this product. 

No other licenses are granted by implication, estoppel or otherwise. 

Tha le s  P roduc t  War ran ty  C la im Proc ess 

Please see the Thales website at www.thalesdsi.com. 

 

User Documentation: 

Thales Defense & Security, Inc. continually evaluates its user documentation for accuracy and completeness. Any suggestions you may 
have for changes or additions  should be sent to  THALES_ILS@thalesdsi.com Subject Line: MissionLINK Installation Guide (PN 84468).  

  

http://www.thalesdsi.com/
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SAFETY 

The MissionLINK system should only be installed by a qualified installers of land electronic 

systems.  Improper installation could lead to system failure or could result in injury..  The 

following are general safety precautions and warnings that all personnel must read and understand 

prior to installation, operation and maintenance of the MissionLINK system.  Each chapter may 

have other specific warnings and cautions. 

 

 

 

 
WARNING  

USHOCK HAZARD  

The MissionLINK system is a sealed system and is not meant to be opened 

for repair in the field by operators or technicians. Covers must remain in 

place at all times on the Terminal Unit and Broadband Active Antenna to 

maintain the warranty terms. Make sure the system is correctly grounded 

and power is off when installing, configuring and connecting components.  

 

 

 

 

 
WARNIN G 

DO NOT OPERATE IN AN EXPLOSIVE ATMOSPHERE  

This equipment is not designed to be operated in explosive environments 

or in the presence of combustible fumes. Operating this or any electrical 

equipment in such an environment represents an extreme safety hazard. 
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WARNING  

ANTENNA  RADIATION HAZARDS  

During operation, the antenna radiates high power at microwave 

frequencies that can be harmful to individuals.  While the unit is 

operating, personnel should maintain a minimum safe distance of 1.0 

meters (3.3 ft.) from the antenna. The antenna should be mounted in an 

area that prevent the possibility of close exposure to the antennaôs 

radiation.  
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  INTRODUCTION  

 

INTRODUCTION  

Thank you for your recent purchase of a Thales MissionLINK product. Powered by the Iridium 

global satellite network itôs the only system with truly pole-to-pole coverage for voice and data 

communications. This USER MANUAL will cover a basic overview and advanced options of 

the MissionLINK system.  

 

Additional information can be found in the following documents: 

 

¶ The Thales MissionLINK installation process is simple and is covered in the Installation 

Manual (Document # 84465).  

¶ The Thales MissionLINK Quick Start Guide (QSG) (Document # 3402174-1) 
 

ABOUT THIS MANUAL  

This user manual is intended for anyone who intends to operate and configure the MissionLINK 

system. It, however, cannot cover all topics and advanced features. For questions or topics that 

are not covered in this manual please contact your airtime provider or Thales at 

www.Thalesdsi.com/IRIDIUM/support.  

 

THE IRIDIUM SATELLIT E NETWORK  

The Iridium satellite network is comprised of 66 Low-Earth Orbiting (LEO), cross-linked 

satellites, providing voice and data coverage over Earthôs entire surface. The satellites operate in 

six orbital planes, 781 kilometers (485 miles) from Earth.  Each orbital plane has 11 satellites. 

Each satellite completes one orbit around Earth every 100 minutes, traveling at a rate of 16,832 

miles per hour. There are spare satellites in orbit ready to replace a non-functioning satellite. 

Iridium has gateways in Arizona, Alaska and additional telemetry, tracking and control facilities 

in Canada and Norway. It is the largest commercial satellite constellation in the world. 

 

This constellation ensures that every region on the globe is covered by at least one satellite at all 

times. Each satellite is cross-linked to four other satellites; two satellites in the same orbital plane 

and two in an adjacent plane.  

 

The Iridium NEXT satellite constellation replaces the older Block 1 Iridium satellite 

constellation and supports faster data rates, more capacity and better voice quality.  

 

http://www.thalesdsi.com/IRIDIUM/support
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Figure 1-1  Earth showing Iridium satellites in six defined orbital planes. 

 

Figure 1-2 shows a typical flow over the Iridium network of a call made from the MissionLINK 

system.  

 

A MissionLINK voice or data call is sent to the closest satellite overhead that has a high signal 

strength. The traffic is then routed through the satellite network until it lands at the Alaska 

Ground Station, and, is then routed over terrestrial networks to the Gateway in Arizona. At the 

gateway, traffic is converted back to internet protocol (IP) and voice, depending on call type and 

delivered to the IP cloud or the public switched telephone network (PSTN).   
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Figure 1-2 Typical Iridium network flow of a voice or data call. 
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 SYSTEM OVERVIEW  

DESCRIPTION 

The MissionLINK system operates using Iridium CertusSM broadband services over a network of 

66 satellites that cover 100% of the globe, including remote locations and the poles. The solution 

utilizes this robust network service to provide highly reliable, mobile and essential voice, text 

and web communications. For best operation, a clear view of the sky is necessary as satellites 

can be as low as eight degrees above the horizon. The service capabilities of the system are 

outlines below. 

 

CertusSM Multi-Services Platform  

¶ Satellite data sessions up to 352kbps  (current) & 700kbps (future) 

¶ Streaming of 14.4 kbps up to 256kbps (future) Ą available 2019 

¶ 3 high quality voice lines 

¶ Short Burst Data  

¶ Location tracking service with subscription at www.clrSight.com 
 

 

 

Figure 2-1 3-Channel Voice Calling Overview 

 

 

 

 

 

 

 

http://www.clrsight.com/
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Additional Features  

¶ Embedded 802.11b/g/n Wi-Fi access point  

¶ Multiple user capability  

¶ Intuitive Management Portal user interface for configuration, monitoring and system 

status 

¶ Application Programming Interface (API) for remote management and issue resolution  

¶ PBX (Private Branch Exchange) functionality provides free local calling for internal 

vessel communications (see Figure 2-2). 

¶ Least Cost Routing automatically switches the data path to an external non-Iridium 

network (i.e., cellular, Wi-Fi, etc.) for faster, lower cost transmission when connected 

¶ Ruggedized tethered Thales IP Handset for system configuration, monitoring and voice 

calls (Future) 

¶ Custom Thales softphone application for use on iOS and Android devices including the 

Thales IP handset 

¶ IP67 BAA with single RF cable to the Terminal Unit (TU) 

¶ Radio Gateway feature allows Land Mobile radios to access the satellite voice network 
 

 

Figure 2-2 Unlimited Communications 
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A typical user setup that includes the standard kit items as well as a POTS phone, VoIP phones 

and a computer is shown in Figure 2-3.  A cellular modem can be connected to the WAN port for 

data least-cost routing operations.  Voice calls are always routed through the Iridium system. 

 

Figure 2-3 MissionLINK System with Connected Hardware 
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Terminal Unit (TU)  

The Terminal Unit (TU) supports voice and data communications in a land mobile or terrestrial 

fixed environment. The TU is capable of supporting wireless voice and data that links the user 

with the Iridium satellite network. The TU, depending on Line of Site (LOS) and LEO 

Satellites, will be able to maintain satellite connectivity while experiencing conditions varying 

from urban canyons to high vibration from road movement.  As a wireless access point, the TU 

provides Wi-Fi (802.11) access for data.  Three RJ-45 Ethernet connectors and one RJ14 jack 

enables the user to tether directly to the TU, if desired.  The Management Portal is a graphical 

user interface that can be used to modify system settings and indicate system status.  The TU is 

powered by an included DC power cable with a 10-32V input range, accommodating all types 

of vehicles and battery types.  It also can be powered by an optional 12 Volt AC to DC power 

source for fixed applications where AC power or a DC power inverter is available. 

 

 
   

Figure 2-4 Terminal Unit (TU) 

 

The Terminal Unit has three status LEDs on the top of the unit that indicate status of system 

power-up, satellite connection and the Wi-Fi. The Terminal Unit front panel (left to right) has a 

main power switch, one RJ-14 jack for POTS (Plain Old Telephone Service) Phone(s), three 

POE (Power over Ethernet) RJ-45 connections for VoIP phones or Ethernet-based devices, and 

one WAN (Wide Area Network) connection primarily used to connect an external cellular 

modem. 
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Figure 2-5 Terminal Unit Front Panel Detail 

 

The Terminal Unit back panel (left to right) has a Wi-Fi antenna connector, SIM Card slot, GPIO 

connector, 10-32Volt DC input connector, 12Volt DC power input, antenna connector, and 

chassis grounding lug. 

 

 

Figure 2-6 Terminal Unit Back Panel Detail 

 
  


























































































































































